
John Deere C120 Combine

Utility Tractors

The John Deere C120 Combine Harvester features CTS (Cylinder Tine Separator) technology with a 
threshing cylinder and a tine rotor to maximize threshing and separating capacity, as well as 
superior grain quality and cleanliness. It provides a better value than any conventional combine on 
the market with reduced grain damage and increased productivity, plus less separating loss.

The C120 is suited for paddy rice and corn but also offers the widest variety of productivity 
enhancing headers and attachments for harvesting soybeans, wheat and rapeseed. This combine is 
versatile enough to match your customer’s diverse harvesting needs.

➢ HAVC, 4-Wheel Drive and Hydrostatic Transmission are available as options
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The CTS technology with 
threshing Cylinder and Tine 
Separator provides strong 
threshing and separating 
capacity, as well as superior 
grain quality. Excellent 
performance, especially for 
rice harvesting.

The C120 combine is 
equipped with a John Deere 
4045PTE turbo charged, 
water-cooled engine with a 
power of 121kW. This engine 
delivers constant and reliable 
power, keeping the combine 
productive in all harvesting 
conditions.

4-speed transmission
with individual brakes
for each wheel, 
allowing for excellent
maneuvering in tight
turns.

Single-tilt steering 
column with 
instrument panel & 
display allowing the 
controls to move back 
or forth with operator 
to maximize comfort 
and productivity.

Model C120

Cutting width, ft 15  or 18

Drive wheel tread, m 2.6

Steering wheel tread, m 2.6

Threshing cylinder type Rasp-bar or spike tooth

Cylinder width by diameter, mm 1020 x 610

Separation type Single-rotor tine separator

Separation area, m2 1.97

Cleaning type 4-blade fan, opposing chaffer and sieve

Cleaning area, m2 3.4

Grain tank capacity, m3 4.2

Engine power, kW/PS 121/165

Engine type Deere 4045HYC08

Engine Emission Level Stage III 

Dimension (length by width by height), m Transport: 7.23 by 3.15 by 3.80 without header

Total weight, kg 9180 without header but with straw chopper

Ground speed, km/h Forward: 1.05 to 19.7 , Reverse: 2.40 to 5.55


